
Maximum pressure, Pa 950 1200 2100 2800 3200 3400 3720 3920

Flow rate, m3/h 1500 2100 3850 5200 6800 7400 8500 11250

Fan electric 
motor: 

- Power, kW 
- Voltage at 50 Hz, 

V 
- Rotational 

frequency, rpm 

0.75

380 x 3 

3000

1.1

380 x 3 

3000

2.2

380 x 3 

3000

3

380 x 3 

3000

4

380 x3 

3000

5.5

380 x 3 

1450

7.5

380 x 3 

3000

11

400

1450

Gabaritiniai matmenys, 
mm

- Length a 
- Height b 
- Width c 
- Width d 

380

440

500±15

196

380

440

500±15

196

511

576

504±15

206

511

587

654±20

296

511

587

666±20

296

742

846

700±20

296

738

846

750±20

296

944

1000

920±20

382

Impeller diameter, mm 260 260 350 350 350 510 510 640

Internal diameter of 
the flange to the 
boiler, mm 

250 250 250 300 300 400 400 500

Internal dimensions of 
the flange to the 
chimney, mm 

148/150 148/150 155x140 240/200 240/200 294/240 294/240 312/400

Noise level, dB 70 72 78 80 76 79 85 81

Weight, kg 17,5 22 36 47 54 64 72 83

Maximum flow 
temperature, °C 

300 300 300 300 300 300 300 300


